


Aircraft flooring material needs to be extremely hard-wearing to withstand the stresses and strains

of passenger flights. Lavatories and the galley are extensively used and aisle floors are exposed to high
amounts of concentrated pressure resulting from high heels, slim castors of serving trolleys and
passenger cabin trolleys.

Superior wear and impact resistance Easy to install and clean Marbled or metallized surface
Minimal shrinkage 3D optical effect Stunning array of colors
Excellent slip-resistant qualities Textile look (denim or felt)

Flightfloor® is a lightweight and robust, non-textile floor covering material. It is applicable in galleys, restrooms, aisles,
cargo holds, air stairs, and entrance areas, as well as other aircraft interior surfaces. The material joins optical and
functional benefits in an optimal combination of resitance, safety, quality, and stylish looks.

BCV (BK 871) VNP/LL (BK 868) FFU/LL (BK 872) FFL (BK 867)
Carpet Dots asymmetric 3,5mm Dots symmetric 10,0mm Dots asymmetric 20,0mm
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Non-textile floor coverings - Technical Data

Product Flightfloor’ Classic Flightfloor® Plus Flightfloor’ L
Construction Top Layer Vinyl Vinyl Vinyl
Fabric PES woven PES woven PES woven
Bottom Layer Vinyl Vinyl Vinyl

Special Features > Lightweight

> Outstanding durability

> improved comfort > Lightweight
and durability

> Suitable for all areas > improved
of the aircraft covering
of rivets
In accordance with Airbus Industry Basic Quality Basic Quality Basic Quality
Technical Specification 2520M1F020300 2520M1F020300 2520M1F020300
Can be used with self-adhesive self-adhesive self-adhesive
GFRP GFRP GFRP
Chemical basis PVC/PES PVC/PES PVC/PES
Dimension Test method
Weight ag/m? EN ISO 2286 Part 2 1800 +/- 100 2600 +/- 100 1280 +/- 100
0z/sq.yd 53 +/-3 77 +/-3 35 +/-3
Thickness Grain mm

BCV (BK 871) 1.90 +/-0.15 - -

VNP/LL (BK 868) 1.70 +/-0.15 2.30 +/-0.15 1.30 +/-0.15

FFU/LL (BK 872) = 2.35+/-0.15 -

FFL (BK 867) 1.85 +/-0.15 2.40 +/-0.15 1.45 +/-0.15
Width mm 1500 (-0/+10) 1500 (-0/+10) 1500 (-0/+10)
Abrasion mg ISO 9352 < 400 <400 < 400

wheel H 18
load 10N
1000 cycles

Dimensional % EN 434

Stability 168h/70°C

WMD <05 <05 <05

AMD <05 <05 <05

Stain resistance ISO 4586-2 no staining; resistant against all likely contaminants which could occur

clause 15 method A in the galley areas of airplanes
procedure A
5 5 5
Flammabilty CS/JAR/FAR 25.853 (@), pass pass pass
App. F, Part 1T @ (1))

Friction static, dry ISO 8295 >0.25 >0.25 >0.25
sliding, dry ISO 8295 >0.25 >0.25 >0.25
static, wet ISO 8295 >0.25 >0.25 >0.25
sliding, wet ISO 8295 >0.25 >0.25 >0.25
class BGR 181, R10 R10 R10

DIN 51130 (BIA)
Adhesion of layers N/5cm DIN 53357A > 60 > 60 > 60



For people, environment and climate

Sustainability is our top priority and we approach it with a holistic concept that encompasses our products and
development as well as our transport and logistics. This approach is symbolised by our ,designed green” label.
Our products are health-friendly. In addition, being light in weight, they protect the climate by helping keep CO2
emissions low. They also are free from unpleasant vapours and odours as well as being recyclable. In selecting the
right materials for our projects, we are making increasing use of renewable raw materials.



Application| Flightfloor®

Entrance
Cockpit
Galley

For regular cleaning, cleanser recommended by the
airframe manufacturer are suitable.

Water based solutions with corrosion inhibitors and
low alkalinity are preferred.

In case of normal soiling use cleaner in a low
concentration.

For heavy contanimation, a higher concentration or
undiluted solution may be necessary.

To avoid streaks wipe with water after cleaning.

For stain removal, brush with a soft plastic brush,
wipe with water and dry.

Follow the cleaner manufacturer’s recommendations.

Avoid pure abrasive solvents, alcohol and caustic
chemicals.

Lavatories Cargo hold
Aisle Footrests
Air stairs Passenger cabin

The rolls are to be stored horizontally only.

Do not store material in defective packaging and
protect it from dirt.

Do not stack up more than 2 layers of rolls and avoid
additional weight.

The material is to be kept dry and stored at normal
room temperature.

The material is to be protected from direct sunlight.

IATF 169492016 15014001

EMAS

Certified Certified
Company Company




Market segment
Interior

Contact

Benecke-Kaliko AG
Beneckeallee 40

30419 Hannover

Germany

Tel. +49 (0)511 6302 0
E-Mailinfo@dynactivsurfaces.de
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Der Inhalt dieser Druckschrift ist unverbindlich und dient ausschlieBlich
Informationszwecken. Die dargestellten gewerblichen Schutzrechte
sind Eigentum der Continental AG und/oder ihrer Tochtergesellschaften
Copyright © 2018 ContiTech AG, Hannover. Alle Rechte vorbehalten.
Weitere Informationen erhalten Sie unter www.contitech.de/discl_de

The content of this print is non-binding and serves exclusively
Information purposes. The industrial property rights shown
Are the property of Continental AG and / or its subsidiaries
Copyright © 2018 ContiTech AG, Hanover. All rights reserved.
For further information, please visit www.contitech.de/discl_en

El contenido de esta publicacion no es vinculante y se utiliza exclusivamente.
> Con fines informativos. Las marcas comerciales mostrados son propiedad
), \ de Continental AG vy / o sus filiales. Copyright © 2018 ContiTech AG,

t. t l
On- lnen- a- Hanover. Todos los derechos reservados.Mas informacion esta disponible

The Future in Motion en www.contitech.de/discl_de




