
Xpreshn HD® Protect 
High Scratch Resistant

Product Benefits
> Up to 100% improvement in scratch resistance performance 
 compared to standard TPO foils

> Weight advantages of up to 60 %

> High grain retention

> Xpreshn HD™ compact foils have a significant better  
 CO2-balance compared to PVC slush skins

> Free of halogens and plasticizers

> Flexibility due to broad processing window (approx. 30 °C)

> Available with bi-tone color in one sheet

> High aging resistance

> Low emissions
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Material Construction

Construction Compact Foil / Foam Laminate

Thickness 0.8 mm – 1.5 mm / 1.5 mm – 3.5 mm

Applications Instrument Panel, Door/Side/Center
Console, Pillar/Cover Panel/Storage
Areas, Seat Backs, Floor Covering

Backing None / Polyolefin Foam

Processing Method Vacuum Thermo Forming, Back
Foaming, Low Pressure Molding,
Thermal Welding

The content of this publication is not legally binding and is provided as
information only. The trademarks displayed in this publication are the
property of Continental AG and/or its affiliates.
Copyright © 2020 Continental AG. All rights reserved. Registered
trademark ® in Europe.
For complete information go to: www.continental-industry.com/discl_en

Contact

1 Laquer Finish

2 Compact Layer

3 Foam Layer

4 Compact Layer

5 Backside Primer (optional)


