
Crystal clear: 
With the new AQUAPAL® 
How the leading drinking water hose enables  
you to meet the strictest standards and regulations 
with ease.
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The requirements for the application of drinking water hoses 
are extremely high. And rightly so. With the AQUAPAL® you 
can effortlessly master these challenges.  

As versatile as ever: This highly flexible hose is the ideal  
solution for use in the food and beverage industry. Further  
applications: Camping and caravan requirements, catering, in 
hospitals, at airports as well as at festivals and public events. 

New 
Clearly identifiable: Marking with a yellow wavy line 
running axially on a blue background "Continental 
www.AQUAPAL.de Trinkwasser/Potable Water PN20 
KTW-BWGL EN16421 (W270)/FDA Glas-/ Gabel-Sym-
bol Made in Germany QR-Code"

Temperature-resistant  
from -30 °C/-22 °F to +90 °C/+194 °F 

Steam cleaning possible up to  
+130 °C/+266 °F (max. 30 minutes) 

Suitable for de-ionised water 

Made in Germany 

3-year warranty

The content of this publication is not legally binding and is 
provided as information only. The trademarks displayed in this 
publication are the property of Continental AG and/or its affiliates. 
Copyright © 2021 ContiTech AG. All rights reserved. For complete 
information go to: www.contitech.de/discl_en

Approved for   

UBA-KTW BWGL 

and DIN EN 16421 

– 
Drinking water approval 

for cold and hot water 

up to +60 °C

Find out more:

 
www.aquapal.de

Crystal clear: 
With the new AQUAPAL® 

Safer than ever: The AQUAPAL® is the leading elastomer hose 
featuring food and drinking water approval. It meets the most 
stringent guidelines and standards: 
- The revised UBA-KTW-BWGL, DIN EN 16421
– FDA (177.2600) 
– EU 1935/2004, 2023/2006 and 10/2011 
– as of May 2021: WRAS and VP549 (under review) 

Robust outer layer
NBR, blue, fabric-patterned, abrasion-
resistant, oil and grease-resistant, ozone, 
weather and UV-resistant

Strong 
Synthetic yarns make the AQUAPAL®
 resistant even to high pres sures 
(operating pressure 20 bar/290 psi)

Flexible
A layer of high-tech elastomer gives the 
AQUAPAL® its renowned flexibility

Hygienic 
The absolutely odourless and taste-free 
inner layer is made of homogeneous, 
smooth and plasticiser-free fluoroplastic


